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MOUNTING
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LISTINGS
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Large Heat Sink LED Wall Pack

LHLWP SERIES

ORDERING INFORMATION

TECHLIGHT

Series Housing Height Length & Width

LHLWP

LHLWP1C8T3G1-BZ

NOTES

LHLWP

P
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O
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E

IN THE USA

USA

**All dimensions and speci"cations are subject to change without notice.**

Accessories (Order as separate line items)

PLHSENCA 

LHLWPBBU 

P1000PC3

IP664

LHLWP

Series

 8 8 LED

# LED’s per Brick

 T2 

 T3 

 T4 

Optics

 BK 

 BZ 

 GR 

 WH White

 SP Special2

Finish

 C 
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Color Temp
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# of Bricks

 F 

 H 

Drive Current

 1 

Voltage

®

LHLWP-2-N-8-T3-H-TWO BRICK TYPE 3 2100MA LED WALL PACK

ASPEN HEIGHTS - AMHERST E

LHLWP 22

N

8 8 LED

T3 H



LHLWP

**All dimensions and speci"cations are subject to change without notice.**

PHOTOMETRICS 

IES INDOOR REPORT

PHOTOMETRIC FILE 

NAME: LHLWP2C8T3F1

Type III Optical Assembly

2 Brick, 1400mA, Cool 

White

ADDITIONAL FIXTURE ACCESSORIES

PLHSENCA

WWW.TECHLIGHTUSA.COM Horizontal Footcandles
Scale: 1 Inch = 20 Ft.

Light Loss Factor = 0.90
Lumens Per Lamp = N.A. (absolute photometry)

Luminaire Lumens = 12246
Mounting Height = 15.00 Ft

Maximum Calculated Value = 7.91 Fc
Arrangement: Single

Arm Length = .5 Ft
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LHLWP

Techlight, Inc.

2707 Satsuma Drive

Dallas, TX, 75229

Phone: 214-350-0591, 800-225-0727, Fax: 214-350-9137

www.techlight.comTECHLIGHT

**All dimensions and speci"cations are subject to change without notice.**

WARNING: Maintenance performed including the replacement of LED bricks while power is still 

supplied to the lumenaire may result in system failures and will void the warranty.

LUMINAIRE CHARACTERISTICS

Cool White (5000K) 1400 mA Drive Current

Neutral White (4100K) 1400 mA Drive Current

# of LED 

Bricks

# of LEDs 

per Brick

Color 

Temp

Delivered Lumens System

Wattage

B50 L70

@ 25°C

Amperage Draw

TYPE II TYPE III TYPE IV 120V 208V 240V 277V

2 BRICK 8 CW 13165 14190 13866 144W > 50K 1.20 A .70 A .60 A .52 A

# of LED 

Bricks

# of LEDs 

per Brick

Color 

Temp

Delivered Lumens System

Wattage

B50 L70

@ 25°C

Amperage Draw

TYPE II TYPE III TYPE IV 120V 208V 240V 277V

2 BRICK 8 NW 12695 13764 13366 144W > 50K 1.20 A .70 A .60 A .52 A

BUG RATINGS (BACKLIGHT, UPLIGHT AND GLARE)

Optic Type
BUG Ratings

B (Backlight) U (Uplight) G (Glare)

Type III (T3) 2 0 3

Cool White (5000K) 2100 mA Drive Current

Neutral White (4100K) 2100 mA Drive Current

# of LED 

Bricks

# of LEDs 

per Brick

Color 

Temp

Delivered Lumens System

Wattage

B50 L70

@ 25°C

Amperage Draw

TYPE II TYPE III TYPE IV 120V 208V 240V 277V

2 BRICK 8 CW 17246 20290 18164 213W > 50K 1.76 A 1.02 A .88 A .77 A

# of LED 

Bricks

# of LEDs 

per Brick

Color 

Temp

Delivered Lumens System

Wattage

B50 L70

@ 25°C

Amperage Draw

TYPE II TYPE III TYPE IV 120V 208V 240V 277V

2 BRICK 8 NW 16630 19682 17512 213W > 50K 1.76 A 1.02 A .88 A .77 A2 BRICK 8 NW 19682

Neutral White (4100K) 2100 mA Drive Current


